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THE MECHANICAL PROPERTIES AND FATIGUE 
PREDICTION OF NEW GENERATION OF DEVICES 

FOR OSTEOSYNTHESIS 
 

1 2, Zde k Padovec3 
 
Abstract: The aim of this work is to predict the fatigue life of metallic bone plates using SIMULIA fe-safe 
software and compare predicted results with measured data from experiments. Two materials commonly used for 
surgical implants were considered: stainless steel for implants 1.4441 (ASTM F138) and titanium alloy Ti6Al4V 
ELI (ASTM F136). Four-point bending fatigue test was carried out to obtain material parameters of both 
materials. Then the fatigue analysis based on FEA results from Abaqus was performed using the obtained 
material parameters. The results of the fe-safe fatigue analysis were verified by comparing them with data 
collected from experiments.  

1. Introduction 

The bone plates are in their application in human body subject to relatively high stress, 
that may lead to exceeding the ultimate strength of the material or more likely to the fatigue 
failure [1]. Failure of the bone plate may cause an additional injury and further complications 
for the patient and leads to excessive costs related to the reoperation [2]. Therefore, every new 
product needs to be tested to examine its fatigue endurance. However, fatigue experiments are 
quite expensive and time consuming and in the development process of new product there are 
usually several prototypes with different geometry, which needs to be tested to compare their 
fatigue properties. So, it would be interesting and useful to investigate, if there is a possibility 
to reliably predict the fatigue life of the bone plates. 

In this paper we focused on the fatigue prediction performed by SIMULIA fe-safe 
software. The four-point bending fatigue test was carried out to obtain material properties for 
the fatigue analysis. Also, two generations of bone plates for proximal humerus fractures were 
tested, so we could compare the experimentally measured data with the fe-safe fatigue 
analysis results. 

2. Methods and materials 

Methodology of the four-point bending test was based on ASTM F382 standard [3], 
which describes static and cyclic testing of metallic bone plates. First, the static four-point 
bending test was performed to determine suitable loading levels for the fatigue four-point
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bending test. Afterwards, the load-controlled high-cycle fatigue test on several loading levels 
was done. The applied force had sinusoidal course with minimum force equal to 10 % of the 
maximum force (R ratio equals to 0.1). During the fatigue test the specimens were cyclically 
loaded until they failed. For every specimen we recorded the number of cycles the specimen 
reached before failure on its loading level. 

To obtain material properties the four-point bending fatigue test with flat specimens 
with rectangular cross section was performed. From the experiment we gained number of 
cycles before failure and force amplitudes calculated from maximum and minimum loading 
force. To get a S-N curve (stress amplitude versus number of cycles curve) we calculated the 
stress amplitudes from the force amplitudes using equation for maximum stress in bended 
specimen with rectangular cross section. For the calculation of stress amplitude, we used 
dimensions measured for every specimen before test.  was used, represented 
by equation (1), to mathematically describe the S-N curve. This model was chosen because its 
parameters (the fatigue strength coefficient  and the fatigue strength exponent ) are used in 
fe-
regression. 

  (1) 

The four-point bending fatigue test with two generations of bone plates for proximal 
humerus fractures were carried out. The collected data were used to verify the fatigue life 
predicted using fe-safe. 

All the experiments were performed using specimens made of stainless steel for 
implants 1.4441 (ASTM F138) [4] and titanium alloy Ti6Al4V ELI (ASTM F136) [5]. Both 
materials are commonly used for orthopaedic implants. 

The data evaluated from experiments were used to define material parameters in fe-
safe. However, it needed some further adjustment to be applicable in fe-safe. The experiments 
were carried out using , but fe-safe requires material data for fully reversed cycle 
( ). Therefore, it was necessary to convert measured parameters to equivalent fully 

[6] was used to compute new parameters. From the 
experiments we did not obtain all required fatigue parameters. So,  was used 
[7] for estimation of fatigue properties using ultimate tensile strength and modulus of 
elasticity, to fill in the remaining parameters (the strain hardening coefficient , the strain 
hardening exponent , the fatigue ductility coefficient , and the fatigue ductility 
exponent ). 

In fe-safe fatigue analysis based on elastic FEA (Finite Element Analysis) results was 
used. The static analysis to gather these results was performed in Abaqus. Models of three 
generations of bone plates were made and loaded in four-point bending mode in the same 
configuration as in the experiments. Each bone plate was in Abaqus loaded up to 1 000 N. 
Results of the analysis in Abaqus (in *.odb file) were used as an input to fe-safe. 

After importing the FEA results to fe-safe and choosing the relevant stress dataset it is 
possible to define required loading scenario. The loading cycle can be defined by two 
numbers, which represents the highest and the lowest load during one cycle. The stress dataset 
is multiplied by those numbers. For example, let us consider the stresses caused by the force 
equal to 1 000 N, by multiplying them by 2 and 0.2 we got the stresses for loading cycle with 
maximum force equal to 2 000 N and minimum force equal to 200 N. So, we can compute the 
analysis on several loading levels. 
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To perform the analysis, it is necessary to choose fatigue algorithm and method of 
mean stress correction. Two stress-based algorithms were used: von Mises algorithm and 
Normal Stress algorithm. Von Mises algorithm uses signed von Mises stress as damage 
parameter. Normal Stress is a critical plane multi-axial algorithm, which uses the maximal 

was used with both algorithms. 

3. Results and discussion  

Results obtained from the fatigue test with flat specimens including S-N curves are 
shown in graph below (see Figure 1). The crosses represent destructed specimens, the circles 

using only data measured for destructed specimens. Coefficient of determination for linear 
regression with data measured for steel was 98.70 %, for titanium 88.85 %. 

Results obtained from the fatigue tests with the real bone plates are plotted in force 
amplitude (see Figure 2) so we can see the differences between two generations caused by 
their different geometry. The first-generation bone plates were thinner and narrower than the 
second-generation plates and had different shape of the screw holes. 

  

Figure 1: S-N curves for flat specimens made 
of steel and titanium.  

Figure 2: Measured data for the first and the 
second generation of steel and titanium bone 
plates. 

All material parameters used in fe-safe are listed below (see Table 1). The table 
includes modulus of elasticity , ultimate tensile strength 

 model for fully reversed cycle, and the parameters estimated 
the previous chapter). 

Table 1: Material parameters used in fe-safe analysis. 
 E Rm        

[GPa] [MPa] [-] [MPa] [-] [MPa] [-] [-] [-] 
Steel 173.2 1 100 0.66 9 755 -0.23 14 965 0.40 0.34 -0.58 
Titanium 111.3 980 0.54 1 159 -0.03 1 220 0.05 0.35 -0.69 

Output of the fe-safe analysis is number of cycles calculated for the most loaded node 
in the model, in other words the lowest life calculated for the whole part. It is also possible to 
export the results to *.odb file and display them in Abaqus as contour plot, which shows 
calculated fatigue life for the whole model (see Figure 3). The colour scale presents log life, 
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that can be converted to number of cycles using . The contour plot shows that 
the critical areas with the lowest fatigue life (red colour) are located around the holes. This 
corresponds to the areas with the highest stress. 

 
Figure 3: Results of fe-safe analysis for the second generation of 
steel bone plates displayed as contour plot in Abaqus. 

The fe-safe analysis was run for three generations of bone plates in two material 
variants. Figure 4 and Figure 5 show the fe-safe prediction results compared with experiments 
plotted in force amplitude. The experiments are displayed as thick lines and the predictions as 
thinner ones, the graph contains results of both used algorithms: von Mises (VM) and Normal 
Stress (NS). The prediction was made for three generations, but the experiments only for the 
first and the second generation, because the third generation of bone plates has not been 
manufactured yet. Prediction for the third generation lies between the first and the second 
generation, this corresponds with its geometry, which is a compromise between the first and 
the second generation. 

Figure 6 and Figure 7 display the same results plotted in stress amplitude. When the 
results are presented in stress amplitude the geometry of the bone plate is no longer involved 
and the S-N curve represents the material properties. Therefore, the predictions show the same 
results for all generations. 

  
Figure 4: Comparation of experiments and 
fe-safe results for all generations in force 
amplitude  steel. 

Figure 5: Comparation of experiments and 
fe-safe results for all generations in force 
amplitude  titanium. 

4



  
Figure 6: Comparation of experiments and 
fe-safe results for all generations in stress 
amplitude  steel. 

Figure 7: Comparation of experiments and 
fe-safe results for all generations in stress 
amplitude  titanium. 

The fe-safe prediction for steel is quite accurate although it predicts lower fatigue life, 
especially for higher stress amplitudes. However, the prediction for third generation in 
comparation with predictions and experiments for the first and the second generation (see 
Figure 4) shows us, where we could expect the results of experiment with the third generation. 

Results of the prediction for titanium do not really correspond with the experiments. 
Worse results might be caused by the input material parameters, which were for titanium 
computed with lower coefficient of determination. We can also see that the S-N curves from 
experiments with two generations of titanium bone plates (see Figure 7) differ more than the 
S-N curves for steel bone plates (see Figure 6), that may indicate some fluctuations in quality 
of used titanium material. 

4. Conclusion 

SIMULIA fe-safe software was used for fatigue life prediction of bone plates in two 
material options. The prediction was based on FEA results from Abaqus and material 
parameters obtained from experiments. The fe-safe analysis results were compared with the 
measured data from experiments. Satisfying correspondence between the prediction and the 
experiments for the titanium alloy was not achieved. However, the prediction for the stainless 
steel shows better results and could be used to estimate fatigue life of bone plates with 
different geometry. 
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EVALUATION OF ADHESION OF INJECTABLE POROUS 
BONE CEMENT TO BONE 

 
1 2 3 

 

Abstract: The aim of this work was to perform an evaluation of the adhesion of injectable bone cements, 
potentially utilized as a fully resorbable alternative to the standard non-degradable cements. An experimental 
evaluation of the adhesion of five differently modified bone cements to bone was performed, namely the cement 
itself based on a copolymer of PLGA-PEG-PLGA and calcium phosphate (CPC), which was further modified with 
three different admixtures (antibiotics, PCL nanofibers and dopamine). Standard bone cement based on PMMA 
was used as a control material. The tests were performed on two types of implants made of titanium alloy Ti6Al4 
ELI. The first type (type I) was an implant with plasma-sprayed hydroxyapatite coating, the second type was a 3D 
printed implant with a trabecular surface structure. The test implants were fixed ex vivo in porcine femurs for the 
time required for their hardening (72 hours). The methodology of the experiment was based on determining the 
maximum force required to break the adhesion in pull-out tests. Other evaluated parameters were the displacement 
at failure and the shear strength. For PMMA cement, the highest evaluated shear strength using pull-out tests was 

implant type I) and the shear strength for dopamine- implant 
type I). The shear strength of CPC with dopamine was at 38% of PMMA shear strength, the value of displacement 
at failure was only 47% lower compared to PMMA. The results show a lower degree of adhesion of the evaluated 
cements, but the observed decrease in the initial healing phase may not be limiting for specific applications. 

 

1. Introduction 

Healthy bones are the basis for the proper function of the musculoskeletal system. Bones 
can heal themselves, but if the bone defect is too large, this natural process is not enough to 
completely regenerate the bone. Bone substitutes are commonly used in surgery in these cases. 
Bone substitutes are widely applied not only in surgery, but also in traumatology, oncology, or 
orthopaedics. Currently, the gold standard in the treatment of bone trauma is the bone graft, but 
its application brings several complications, including the risk of infection which treatment is 
associated with the need of reoperation. Due to these complications, there is a great need for 
alternative synthetic materials. The required properties of these materials are their biotolerance, 
biodegradability, injectability and bone-like mechanical properties. Today's commonly used 
material is synthetic polymer polymethylmethacrylate (PMMA), which is biotolerant and has 
suitable mechanical properties. However, its disadvantage is its inability to undergo natural 
degradation processes in the body, it is not injectable, and it heats up during its hardening, 
which can cause bone necrosis. Today, attention is drawn to calcium phosphate-based cements 
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(CPCs), which meet the requirements of their biotolerance, biodegradability and 
injectability [1] -
TCP + PLGA-PEG-PLGA). Basic CPC can be further enriched with, e.g. antibiotics, which 
could be applied together with bone cement directly to the site of injury, thereby would prevent 
the possible occurrence of infection. Although CPCs have suitable biological properties, their 
mechanical properties need to be optimized by the addition of other substances [2, 3]. 

This work deals with the evaluation of the adhesion of CPC enriched with three types of 
admixtures - polycaprolactone (PCL) fibers, dopamine hydrochloride, which were found to 
improve the mechanical properties, hardening time, and biocompatibility of cement [2] and the 
antibiotics vancomycin. An experimental study was performed to evaluate adhesion. There are 
several methods to assess the degree of adhesion, for example by methods based on the 
principles of fracture mechanics (three- or four-point bending), a tensile strength test or a shear 
strength test. The pull-out tests were chosen for the experiments in this work, the performing 
and preparation of the tested samples is relatively simple, and the conditions of the tests are 
close to the conditions of use of cements in clinical use [3]. The principle of the performed 
pull out tests was the pulling out of titanium implants fixed ex vivo in porcine bones 
(specifically femurs) with cement. A total of five types of bone cement (basic CPC and its 
modifications with antibiotics, PCL fibers and dopamine, and PMMA as control) and two types 
of implants made of titanium alloy Ti6Al4V ELI, commonly used in the production of 
prostheses and implants, were tested. One type was implant with plasma-sprayed 
hydroxyapatite coating and the other type was a 3D printed implant with a trabecular surface 
structure. The aim of this work was to find out whether the adhesion of cement is influenced by 
its admixtures and types of implants and to compare the determined degree of adhesion of CPC 
with PMMA for which we expect a higher degree of adhesion. 

2. Materials and methods 

The basic evaluated adhesive was bone cement consisting of two components - the liquid 
component was a triblock copolymer PLGA-PEG-PLGA, and the solid part was represented by 
calcium phosphate ( -TCP) [1]. Modified types of cement were formed by the addition of other 
substances. The first type was cement with the admixture of the antibiotics vancomycin (Mylan, 
France), the second variant was cement with polycaprolactone (PCL) fibers (InoSPIN, InoCure, 
Czech Republic) and the third type was cement enriched with dopamine hydrochloride (Sigma-
Aldrich, Germany) and sodium iodate (Penta, Czech Republic). The already used cement 
polymethylmethacrylate (PMMA), Palacos LV (Heraeus, Germany), was chosen as a control 
material. Both types of titanium implants (ProSpon, Czech Republic) based on Ti6Al4V ELI 
alloy had the shape of cylinders with a diameter of 4 mm and a length of 8 mm with an internal 
thread M2, but their production and surface structure differed. One type was implant with 
plasma-sprayed hydroxyapatite coating, the other was a 3D printed implant with a surface 
trabecular structure (see Figure 1). The pull-out tests consisted of pulling out implants fixed in 
the bone with cement. The experiments were performed ex vivo on 25 porcine femurs, which 
were shaped for experimental purposes. In the bone, it was necessary to use such places where 
all implants would be fixed to the always structurally identical homogeneous part of the bone, 
ideally to the cancellous tissue, which occurs mainly at their ends (epiphyses). Therefore, the 
femoral head, the proximal trochanter and both epicondyles were cut from all bones, along with 
the condyles, which were further divided in half - 6 different parts (marked A-F) were removed 
from each bone (see Figure 3). 
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The division into groups corresponds to the type of used cement, resp. used admixtures 
and implant type (see Table 1). 

Table 1 - Overview of marking of  groups 

BA basic cement DOP dopamine admixture 

ANT antibiotic admixture PMMA polymethylmethacrylate 

FBR fiber admixture   

I HA coating  II 3D printed  

 

 

The division of the samples into groups was designed so that each type of cement and 
implant was evenly represented in all bones and all their parts. A total of 110 specimens in 10 
groups were tested (n=11). 

Holes 9 mm deep and 5 mm in diameter were drilled into the excised parts of the bones 
into the spongy tissue so that an implant 4 mm in diameter and 8 mm in length was placed in 

Figure 1 - Titanium implants: implant type I - with plasma sprayed HA 
coating (left); implant type II - 3D printed with trabecular structure 

(right) 

1.

2. 

3. 4. 
Figure 3 - Marking of bone parts for 
placement of implants (right femur, 

1st-front, 2nd-top, 3rd-bottom, 4th-back) 

Figure 2 - Test specimen (implant 
fixed in bone with cement) 
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the hole with a clearance to create a space that would be filled with cement (simulation of 
placement in clinical application of cement). Cement with the volume of the entire hole was 
then inserted into the holes with a syringe and the implant was pressed into it so that its entire 
surface was surrounded by cement except for the upper surface of the cylinder (see Figure 2). 
The samples prepared in this way were hardened for 3 days in an incubator, where a constant 

with a saturated aqueous 
solution of copper sulphate (Penta, Czech Republic) to prevent possible development of 
bacteria [4]. 

The methodology of the experiment was based on determining the maximum force 
required to break the adhesion. The tests were performed on a MTS Mini Bionix test system 
(MTS, USA, see Figure 4) until the samples were completely pulled out at a constant speed of 
10 mm/min. During the tests, time, implant displacement and force were recorded. Based on 
these parameters, a force-displacement diagram was compiled for each sample (see Figure 5). 
The maximum force required to break the adhesion  and the displacement at failure  
are indicated here. Based on the maximum force, the shear strength was calculated 

 , where 2.1 

  and 2.2 

where  is the diameter of the implant,  is its length and  corresponds to the shear surface of 
the implant. Figure 6 shows the force-displacement diagram of the whole group (specifically 
group BA II). 

 

 

 

 

Figure 4 - MTS Mini Bionix test system (left); sample clamping detail (right) 
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2.1. Statistical evaluation 

By performing a statistical analysis, the differences of the detected values between the 
individual types of cement were determined, especially when using an implant type I or II. 
Furthermore, the influence of the type of implant used on the adhesion of each type of cement 
was analysed. 

The statistical analysis was performed using statistical software (STATGRAPHICS 
Centurion XVII, StatPoint, USA). The normality of the data was verified primarily by means 
of the Shapiro- moscedasticity was verified by means of the F-test (two sample 

-Howell test was 
performed for parametric multiple comparison purposes because significant differences 
amongst the group variances were indicated. The non-parametric Mann-Whitney W test was 
performed in the case of two-sample comparisons for the same reason. Statistical significance 

 

Figure 5 - Force-displacement diagram 
(specimen 001 group BA II, 3D printed implant) 

Figure 6 - Force-displacement diagram 
(group BA II, specimens 001-010, 3D printed implant) 
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3. Results

Table 2 shows the average values of the evaluated data for each group separately, the 
corresponding standard deviations and the coefficients of variation. The results of the 
mechanical tests are also shown together with statistical differences in the boxplots (see Figure 
7 to Figure 9). 

Table 2 - Summary of results (1st column  average value, 2nd column standard deviation , 
3rd column  coefficient of variation  for maximum force , displacement at failure  
and shear strength , n=11) 

 

3.1. Shear strength  and maximum force  

PMMA groups achieve the highest adhesion rates. The highest adhesion was achieved by 
the PMMA I group (  ;  
were found between all types of CPCs and control PMMA, using both types of implants. CPCs 
did not show statistically significant differences. The smallest difference occurs between the 
PMMA I and DOP I groups, when the adhesion rate of the DOP I group reaches 38 % of the 
adhesion of PMMA I. 

Groups differing in the type of cement were compared, with the difference occurring only 
in the DOP I and DOP II groups. The DOP I group shows higher adhesion, when the adhesion 
rate of the DOP II group was lower by almost 63 %. This fact may be explained by the 
hypothesis that an implant type II has a surface with trabecular structure which forms 
depressions on it. Because of it, cement did not have to flow into these spaces due to its viscosity 
or it could get partly harden before it flows into these depressions. This would reduce the area 
of the implant to which the adhesive can adhere. Such a connection is then weaker than in the 

Group 
         

[N] [%] [mm] [%] [MPa] [%] 

I 

BA 83 34 39% 0,50 0,48 93% 0,76 0,32 40% 

ANT 84 29 33% 0,28 0,12 41% 0,76 0,27 34% 

FBR 82 33 39% 0,46 0,31 63% 0,76 0,31 39% 

DOP 141 62 42% 0,55 0,29 51% 1,30 0,58 42% 

PMMA 366 170 44% 1,04 0,45 41% 3,4 1,6 44% 

II 

BA 85 60 67% 0,77 0,52 64% 0,79 0,56 67% 

ANT 65 21 31% 0,76 0,77 97% 0,60 0,19 31% 

FBR 69 36 49% 0,62 0,71 109% 0,63 0,33 50% 

DOP 52 21 38% 0,53 0,26 46% 0,48 0,19 38% 

PMMA 280 110 36% 1,39 0,74 51% 2,6 1,0 37% 
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case of an implant type I, where the surface of the implant is compared to II. type smooth, and 
therefore is the area for adhesion of the adhesive larger. The truth of the hypothesis would be 
confirmed by micro-CT analysis. A graphical comparison of the determined values, together 
with statistical differences, is shown in the figures below (see Figure 7 and Figure 8). 

 

 

Figure 7 - Graphical comparison of specified shear stress between cement types 
(BA, ANT, FBR, DOP and PMMA) and implant types (I and II); 

* indicates statistically significant difference between groups (multiple 
comparison: G-H test, pairwise comparison: M-  

Figure 8 - Graphical comparison of specified maximum forces between cement 
types (BA, ANT, FBR, DOP and PMMA) and implant types (I and II); 
* indicates statistically significant difference between groups (multiple 

comparison: G-H test, pairwise comparison: M-W test;  
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3.2. Displacement at failure 

The highest values of displacement at failure were obtained by the PMMA groups, the 

that the displacement at failure differs only in the implant type I samples compared to the 
PMMA I group in the BA I, ANT I and DOP I groups. The smallest difference occurs between 
the DOP I and PMMA I groups, when the displacement at failure of DOP I group is lower by 
only about 47%. A graphical comparison of the determined values, together with statistical 
differences, is shown in the figure below (see Figure 9). 

 

4. Conclusion 

The highest adhesion rates were shown by the PMMA I and PMMA II groups, as 
expected. Of the modified CPCs, the DOP I group performed best in tests, with a shear strength 
reaching 38 % of value of the PMMA I, as well as a maximum force value. Value of 
displacement at failure is only 47 % lower than PMMA I. By comparing the DOP I group with 
the DOP II group, we find that DOP I shows 63% better adhesion than the DOP II group. The 
results obtained suggest that the addition of dopamine increases the adhesion of cement when 
applied using a hydroxyapatite coated implant (type I). 

Based on the performed tests and statistical analysis, we can conclude that PMMA 
evinced the highest quality of adhesion compared to other types of cement. As it was mentioned 
in the introduction, the materials today commonly used in surgery have certain disadvantages 
and their replacement or improvement is being sought. Although commonly used PMMA 
cement is tolerated by the body, it does not cause an immunological reaction, but its 
disadvantage is the inability to degrade, the inability to inject it into the wound site, and it heats 
up during hardening. In this point of view, we can consider more suitable the remaining types 
of cements, which are biotolerant, biodegradable, injectable, do not heat up and their degree of 
adhesion does not deteriorate by adding admixtures. Although the results show a lower rate of 

Figure 9 - Graphical comparison of determined displacements at failure between 
cement types (BA, ANT, FBR, DOP and PMMA) and implant types (I and II); 

* indicates statistically significant difference between groups (multiple 
comparison: G-H test, pairwise comparison: M-  
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adhesion of the developed CPC, the observed decrease in the initial healing phase may not be 
limiting for specific applications. 
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EFFECT OF METALLIC PLATE FIXATION 
ON MECHANICAL PROPERTIES OF REGENERATED 

RIB FRACTURES 
 

1, 1, Lucie 2 3 & Pavel Klein2 
 
Abstract: This work deals with the influence of the plate on the mechanical properties of the fracture of explanted 
pork ribs. The methodology of the experiment was based on the determination of the maximum force and 
maximum bending stress needed to break the rib at a three-point bend. Other mechanical parameters were 
evaluated (bending stiffness, maximum bending moment, maximum deflection, etc.). A total of 9 samples were 
tested from 4 experimental animals. The analysis was focused on comparison of the parameters evaluated from 
measured data of the ribs supported by the plate and the ribs without the plate fixation. These evaluated data were 
statistically analyzed.  

1. Introduction 

The development of surgical methods and modern fixation devices focuses, among other 
things, on operative therapy of segmental fractures. Surgical treatment of fractures of the rib 
segment provides several benefits that result from improved chest wall stabilization, such as 
improved respiratory parameters, shorter recovery times and lower costs compared to 
conservative therapy [1]. However, some authors and doctors are still in favor of conservative 
therapy. The question is therefore whether treatment by fixation of the metal plate interferes 
with the healing process of the surrounding tissue due to disruption of the bone surface and 
vascular supply [2]. 

In this project, we deal with the effect of metal plate fixation on the healing of pig's ribs 
fractures. A total of 8 experimental animals were treated by the plate fixation, 2 experimental 
animals were treated conservatively (control group). Three weeks after surgery, the ribs were 
explanted and divided into groups for other experiments. In our biomechanical experiment, 
a total of 9 samples from 4 experimental animals were tested. The main objective of the project 
is to evaluate the effect of plate fixation on the regeneration process of rib fracture by 
mechanical testing. 

2. Methods and Materials 

The methodology of the experiment was based on the determination of the maximum 
force and maximum bending stress needed to break the rib at a three-point bend. Other 
evaluated parameters were bending stiffness, maximum bending moment, maximum deflection, 
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deformation energy into destruction and force and deflection at yield strength. The samples 
were tested on a special 3-point bending fixture, at a constant feed 5 mm/min. Displacement, 
time and maximum force were recorded with the sampling frequency 40 Hz.  

A total of 9 explanted rib samples were tested in two experiments (see Figure 1). The 
samples were divided into two groups  group A contains 5 rib samples after fixation by a plate 
and group B contains 4 rib samples regenerated without a plate (see Table 1). All samples were 
tested without plates. The distance between the support rollers with a diameter of 4 mm was
r = 38 mm. 

The MTS Mini Bionix 858.02 (MTS, Minnesota, USA) system with a load cell (with 
a range of 0 ÷ 500 N) and a special fixture made for this type of test (see Figure 2). we used for 
experiments.  

 
Figure 1: Tested samples Figure 2: Power sensor and a special 

fixture made for this type of test 
 

Table 1: Classification and labeling of sample group 

Sample number Group Characteristic Original sample identification

1 

Group A 
Ribs with fixation by 

plate 

Z2_5 
2 Z2_6 
3 Z2_7 
8 Z4_4 
9 Z4_5 
4 

Group B 
Ribs without fixation 

by plate 

Z1_2 
5 Z1_5 
6 Z3_2 
7 Z3_5 

Note: Red highlight  Sample 7_Z3_5 has been delivered in damaged state. Therefore, 
the sample was excluded from further evaluation. 

3. Results 

Firstly, the samples of the elliptical cross-section were measured. Both half-axes, length 
and the section modulus were recorded in the table for further evaluation. The data 
recorded during the experiment were processed into graphs with force  deflection curve. Other 
parameters were evaluated from relations based on bending experiment. The yield strength and 
deflection at yield strength were determined as the value at the intersection of the 0,1 mm offset 
of the tangent of the linear phase. The deformation energy is determined as the maximum 
energy required for the destruction of the sample, i.e. into the maximum force. The graph with 
curve of the bending stress  deflection was created for all tested samples (see Figure 3). The 
table (see Table 2) summarizes all parameters and their arithmetic means. 
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 Figure 3: Summary graph of bending stress on the deflection 

The maximum force for samples after plate fixation was lower than for samples without 
the plate, the maximum bending stress is higher for samples treated by the plate (see Table 2). 

Table 2: Arithmetic means of evaluated parameters 
Evaluated parameters A B 

Maximum deflection vmax [mm] 5,34 8,32 
Maximum force Fmax [N] 52,65 108,81 

Maximum bending moment Mo_max [N·mm] 500,20 1033,74 
Maximum bending stress max [MPa] 3,14 1,96 

Bending stiffness EJ [N·mm2] 362888 508832 
Deformation energy U [N·mm] = [J] 140,31 456,46 

Yield strength F  [N] 36,91 132,40 
Deflection at yield strength v  [mm] 4,70 6,19 

The arithmetic means and other statistical indicators of maximum force and maximum 
bending stress are shown in the statistical graphs below (see Figure 4). 

 
 Figure 4: Statistical graph (box plot) of maximum bending stress 
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Data were tested by Shapiro-Wilk test of normality. It is apparent from the table below
that all data comes from a normal distribution (see Table 3). Student's T test (see Table 3) was 
used to compare the statistical significance of the differences between these two groups 
(the assumption of normal distribution applies). Although the difference in mean values 
of maximum force is twice as large, and the difference in maximum bending stress of samples 
without a plate is by one-third lower, there was no significant difference in the T test. Not even 
for other evaluated parameters. This is probably due to the small number of tested samples 
in each group (i.e. 5 samples  with plate and 3 samples  without plate). 

Table 3: Statistical evaluation 
 

Statistical test 
 
 
Evaluated parameters 

Normal distribution 
(Shapiro-Wilk test) 

Significant difference
(Student T test) 

0 = no, 1 = yes 0 = no, 1 = yes 
A B A / B 

Maximal deflection vmax 1 1 0 
Maximal force Fmax 1 1 0 

Maximal bending moment Mo_max 1 1 0 
Maximal bending stress max 1 1 0 

Bending stiffness EJ 1 1 0 
Deformation energy U 1 1 0 

4. Conclusion 

The following parameters were determined for the three-point bending test: maximum 
force, maximum bending stress, bending stiffness, maximum deflection, deformation energy 
to destruction and force with deflection at yield strength. A total of 9 samples were divided into 
two groups. One sample was eliminated for its damaged state before testing.  

Obtained data were statistically evaluated. The maximum force from group A (after 
plate fixation) was lower than from samples of group B (without the plate). Meaning that lower 
pressure force is needed for the rib destruction. On the other hand, the maximum bending stress 
is higher for samples from group A. This is because to the larger cross-sectional area of the 
samples without plate fixation. But there was no significant difference in the statistical tests for 
all measured parameters. We believe that further experiments with a larger number of samples 
will result in our conclusions being also supported by statistical significance. 
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EXPERIMENTAL DEVICE FOR APPLICATION OF 
REINFORCEMENT LEARNING ALGORITHMS TO 

PNEUMATIC SPRINGS 
 

1 2 
 
Abstract: This paper describes the creation of an experimental jig to apply enhanced learning algorithms to a 
pneumatic spring. It also describes the advantages of learning algorithms on a real spring compared to learning on 
a mathematical model. 

1.  

In our previous contributions, a mathematical model of a pneumatic bellows spring was 
created, and the height of this spring 
which was set by the method Ziegler-Nichols. PID control gives relatively good results due to 
the simplicity of setting the gain of individual components of the controller. The Deep 
Deterministic Policy Gradient (DDPG) [Lilicrap 2015] algorithm was chosen as the successor 

-critic 
algorithms, including our chosen algorithm, is shown in the following (Figure 1). 

 

 

 

 

 

 
 

Figure 1: Scheme of reinforcement learning algorithms [4]. 

The agent (DDPG algorithm) makes action interventions into the environment (mathemat-
ical model of a pneumatic spring) and receives as feedback the state to which the environment 
got after the action was performed and a reward that provides the agent with information about 
the quality of the action. In this case, the reward function used depends on the deviation of the 
required and actual spring height and the pressure inside the spring bellows. At zero deviation, 
the agent receives the maximum reward. On the contrary, the agent receives a negative reward, 
a penalty, for changing the pressure too quickly, thus preventing the agent from learning to 
switch between zero and maximum possible pressure only with a certain frequency, which leads 
to a high reward for the mathematical model of the spring used. However, in reality, such a 
procedure is very inappropriate and energetically disadvantageous. The mentioned mathemati-
cal model was created in Simulink (Figure 2) for the purpose of learning the algorithm, while 
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the algorithm itself runs in Matlab. To achieve high quality of regulation, we want to learn the 
algorithm directly on the physical spring.

 

Figure 2: Scheme of DDPG algorithm created in Simulink. 

The mathematical model achieves a deviation of approximately 5 % in the working area of 
the spring. With a rapidly changing load, a higher inaccuracy of the model can be assumed, in 
which the changes taking place in the bellows of the spring are considered to be isothermal and 
reversible. With a rapidly changing load, greater changes in the air temperature in the spring 
will occur, and the process can therefore no longer be considered isothermal. In finding the 
optimal transfer function, represented by a sufficiently large deep neural network, the algorithm 
should learn by learning a transfer function taking into account the mentioned phenomena not 
included in the mathematical model of a pneumatic spring, such as rubber relaxation of a spring 
bellows. We make this assumption based on the validity of Kolmogor's theorem, which states 
that every real multidimensional function of n variables can be accurately expressed as a linear 
combination of a finite number of continuous nonlinear functions of one variable. In the case 
of neural networks, these nonlinear functions are realized by an activation function in each 
neuron. In our case, it is a Rectified Linear Unit (ReLU) function. 

2.  

The device must allow the loading of the spring, namely static loading in the form of 
weights, but also dynamic loading caused by external excitation. Furthermore, it must allow the 
measurement of the length of the spring by a laser sensor, the supply of compressed air to the 
spring, and the regulation of the air pressure inside the spring bellows by a pressure regulator.  

The frame was made of aluminum profiles and a linear guide. The only assumed direction 
of the force load is the direction of the linear guide, so there were no special requirements for 
the rigidity of the jig. The jig had to allow the spring stroke in the range of 85 to 140 mm, to 
which it was still necessary to add the height of the washer to clamp the spring to the base of 
the frame. A modular linear guide roller system was chosen. It is characterized by stroke length, 
high load capacity, low resistance, and high travel speed. The running logs are hardened and 
ground and are pressed into their holders. A washer was created using 3D printing technology 
to clamp the spring. The connection of the spring with the washer is secured by two screws, the 
attachment of the washer to the experimental jig is secured by four screws. The height of the 
washer was chosen with respect to the height of the pneumatic elbow, through which com-
pressed air is supplied to the bellows of the clamped spring. A laser sensor holder was also 
made using 3D printing technology. No forces act on the laser sensor, so the holder only serves 
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to secure the position of the sensor. Both parts made by 3D printing technology were made of 
polylactic acid (PLA).

Figure 3: Scheme of the experimental device, including 

A laser length sensor optoNCDT 1402-200 was used to obtain spring stroke information. 
A pressure valve SMC VY1A00 was used to control the pressure inside the spring bellows. The 
sensor gives stroke information in the form of a DC voltage in the range of 1 to 5 V. the same 
voltage range controls the pressure valve. The Raspberry Pi 4 model B, which operates in the 
voltage range 0 to 3.3 V, was used as a mediator in communicating the algorithm in Matlab 
with the sensor and the valve. It was necessary to convert the analog signal from the length 
sensor to a digital signal, processable by Raspberry Pi. An 16-bit AD converter ADS 1100 was 
used for this purpose. On the contrary, the digital signal for controlling the pressure valve had 
to be converted to an analog signal. A 12-bit DA converter MCP 4725 was used for this purpose. 
Data from the converters are fed to the Raspberry Pi via the I2C interface. SPI and I2C interfaces 
are usually used for similar purposes. In our experimental product, the I2C interface was chosen, 
which is less prone to noise and requires fewer wires (SDA for data and CLK for the clock) 
than SPI (usually 4 wires), which significantly simplifies the connection. On the other hand, the 
SPI interface is approximately twice as fast [Visconti 2017]. The speed of the I2C interface 
proved to be sufficient in this case. 
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Figure 4: Assembled experimental device. 
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ELECTRIC POWER DISTRIBUTION SYSTEMS 
 

1 
 
Abstract: Additive manufacturing (AM) processes, such as Selective Laser melting (SLM), have enabled the 
fabrication of geometrically complicated designs. However, undesired distortions due to thermally-induced 
residual stresses may lead to failure of the part. One of potential failure is a collision between recoater and 
printed part. In this paper, we address distortions andpart failures due to collision and residual stress by using a 
finite element model to predict part distortion and gap under recoater.   

1. Introduction 

Additive manufacturing (AM) enables the fabrication of a three-dimensional object by 
depositing successive layers of material one on top of the other. Selective laser melting (SLM) 
build object from a metal powder by the laser beam power witch melt powder at the object. 
This technology give freedom for object shape design, that makes SLM extremely at-tractive 
for deployment in a variety of unique environments, such as aircraft carriers or space vehicles. 

2. Technologi SLM 

Process of printing started with first layer of the powder. which is pull out from 
cartridge and pushed true printing area by recoater blade. Powder in the area is melted by 

 (Fig. 2 ). Laser following pater (Fig. 1) 
whitch is changed every layer by rotation for elimination porosity. During the printing 
process, thermal stresses develop due to temperature gradients generated by the laser scanning 
pattern. Such stresses can result in macro-scale deformations and reduced strength, which 
often lead to loss of tolerance or even complete failure to print the part due to collision with 
reacoater. 

  

Figure 1: Laser scan pattern  
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Figure 2: Schematic diagram of SLM fabricating equipment.[3] 

Object is holded on platform during support structures, after printing must by object 
undercut from platform and support structure remove from object. That is very slow and 
hand-operate process. Object orientation can reduce support structure on minimum, but object 
and support structure must be strong for thermal distortion and residual stress. Deformation 
can make collision with recoater.  

Tisk a trategie tisku Kolize a chyby 

3. Methodogy 

For the thermomechanical modeling of the SLM process, we utilize an uncoupled 
thermal and mechanical analyses. This means we first obtain the thermal results to later use 
them as initial conditions in the mechanical analysis. For computation is used adaptive 
domain reduction which divides the problem in two parts. First part is computed by explicit 
and second by implicit integration scheme [2]. This strategy uses explicit integration in 
domain when laser scan strategy produces temperature gradient. That is effective for time 
cost, because new material is added with small time increment. Every layer is represented by 
small elements of domain. When temperature field without influence of the heat produced by 
a laser is cooling down, is more effective exploit a long-time step increment from implicit 
integration with reduced number of elements. Interaction between domains used algorithms 
which has base in subcycling method. 

3.1 Boundary conditions 

Material undergoes complex processes, such as thermal conduction, heat loss due to 
convection and radiation, phase transformation, and melting and cooling solidification . Laser 
heat input is represented by Gaussian distribution of heat source (1) for simulate the 
interaction between the laser and  [1]. 
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(1) 

Where A is the laser absorptivity of materials affected by the wavelength, Q is the laser 
power, H is the height of heat source and CS is the concentric coefficient of heat-flux 
distribution of the cross section. The enthalpy (He) is defined as a function of temperature (2). 
Where  is density and c is thermal capacity of based material  

 (2) 

 

The structural analysis assumes a small strain and small deformation formulation using 
an elasto-plastic constitutive model with the standard relation. The residual stress is formed 
after the cooling solidification stage. If the residual stress is greater than the yield strength of 
the material, it will produce local deformation. The material strain rate  is influenced by 
external force and temperature including the elastic strain rate e, plastic strain rate p, creep 
strain rate c, and the strain rate caused by temperature change T.  

 (3) 

3.2 Deformation and colision of the object 

Different of part volume can make heated areas when temperature depress slowly. This 
area we must put on same cooling gradient as other zone in the part. Temperature gradient is 
bigger at zone when heat went out true the part. Powder has less conductivity coefficient. 
Residual temperature close gap under recoater, prediction must compute structure distortion. 
Simulation used couple multi-physics thermal and structure mechanic. That is useful in 
preparing support structure 

Experiments show the recoater risk is not only on thermal distortion but about object 
stiffness in recoater blade direction, for evaluation of stiffness was modal analysis as criterion 
for stiffness. Modal analysis is the study of the dynamic properties of systems in 
the frequency domain. That uses the overall mass and stiffness of a structure to find the 
various periods at which it will naturally resonate. When first frequency corresponds with 
lower stiffness zone in part. Modal analyses based on finale element simulation used 
computing roosts of stiffness matrix. 

 Simulation used mesh with deactivated elements. These elements are hidden in stiffness 
matrix. During computation is matrix of stiffness updated when is new layer added. It is 
powerful solution for first evaluation of oriented part stiffness in recoater side. 

 

52



4. Experiment 

Validation this method must separate thermal problem and stiffness. Printing machine 
EOS M290 printed cylinder with constant diameter. Thermal simulation and thermal camera 
optimized diameter for printing with rapid cooling down. That was granted test only for 
frequency minimum stiffness. Recoater impact print parts in specific layer and we compare 
with frequency. Recoater impact every part on platform and we find critical stiffness 
frequenci. 
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AN ANALYSIS OF THE MECHANICAL PROPERTIES 
OF POROUS CERAMIC FOAMS FOR BONE SUBSTITUTES 

DURING ACCELERATED DEGRADATION 
 

1 1 1 
 
Abstract: The aim of this work was to analyze the mechanical properties of porous ceramic foams for bone 
tissue replacement during accelerated degradation. An experiment was performed, consisting of a compression 
test of calcium phosphate samples exposed to the medium mimicking the osteoclastic degradation for 10 min, 4 h 
and 8 h. Then the weight loss was determined, a microscopic analysis was performed, and the free calcium ion 
release and the pH of the medium were determined. The ultimate strength in compression was the evaluated 
mechanical properties parameter. The statistical significance of the detected differences was analyzed by 
applying standard statistical procedures.  

1. Introduction 

With the growing working population has increased a possibility of bone fractures and 
defects, which are considered as the most frequent cause of disability. Among the most 
important complications related to the treatment of bone traumas belong infections during the 
healing period. Once is a bone defect filled with hematoma or fibrous tissue, it often becomes 
a breeding ground for bacteria and leads to the development of osteomyelitis. Moreover, 
insufficient cortical bone volume, when placing implants can lead to lack of primary stability, 
which could threaten the osseointegration process [1],[2]. 

Currently, one of the acknowledged methods for managing infected total hip or knee 
arthroplasties are one- or the-stage revisions. Among the most used materials in two-stage 
revision belongs poly(methyl methacrylate) (PMMA) loaded with antibiotics [3]. Although 
these bone cement spacers have been considered the gold standard for such applications, it is 
associated with undesired disadvantages, such as high hardening temperature, limited porosity 
or insignificant degradation [4]. Thus, with a view to overcoming the mentioned drawbacks, 
a high emphasis is placed on the development of novel replacement systems based on 
composite advanced materials. 

More recently, bone tissue engineering has provided many synthetic alternatives 
among them calcium phosphate cements (CPC) entice substantive attention. These materials 
are bioactive, resorbable and injectable, making them very attractive in minimally invasive 
surgery [5]. Although they evince excellent biological behavior, it is being reported, that they 
have poor mechanical properties limiting their application mainly to non-loadbearing or 
moderately loadbearing situations [6].  

The aim of this study was to investigate the ultimate compression strength, the elastic 
gradient, the absorbed energy, the work of fracture and the structural changes that occur 
during the biodegradation of 6 different kinds of CPC scaffolds with a similar macrostructure 
but with different fabrication and composition. In an attempt to mimic the osteoclastic 
environment during bone remodeling, a degradation experiment was performed in an acidic 
medium of pH 2 [7]. Although there are publications on the degradation of CPC in vivo and in 
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vitro, they primarily describe only its kinetics. Its influence on the change of mechanical 
properties of 

the scaffold is rarely published. However, for the proper function of the implant, it is 
necessary to monitor their properties not only in the dry state, but also in the conditions in 
which they will be subsequently implanted in the body. The final cement aims to eliminate 
possibilities of bone infection, actively stimulates bone tissue regeneration and enables 
minimally invasive application, resulting in decreased burden of surgical procedure on 
patient. 

2. Methods and Materials  

The aim of the methodology and the realization of the experiments was to make an 
analysis of mechanical properties. Six kinds of ceramic scaffolds were prepared that differed 
either by their fabrication or by the composition of the additives that were used. All samples 
consisted of a mixture of poly(lactic acid), poly(glycolic acid) and poly(ethylene glycol) 
(PLGA-PEG-PLGA) with alpha- -TCP). The basic material is signed 
B. The exact sample composition and fabrication with the assigned abbreviation is shown in 
Table 1. 

     Table 1: Labeling, composition and fabrication of the samples 

Abbreviation Additives Fabrication 
B H - H 
B S - E.S. 
B+PCL H PCL fibers H 
B+PCL S PCL fibers E.S. 
B+A H Amine H 
B+PCL+A S PCL fibers + Amine E.S. 

Note: H  mixed by hand; E.S.  stirred by an electrical stirrer; PCL  Polycaprolactone 
 

The accelerated degradation testing was conducted according to Escudero et al. [7]. 
The samples were immersed for 10 min, 4 hours and 8 hours in a solution consisting of 0.01 
M HCl and 0.14 M NaCl, , and 
the pH values were checked at each time-point in the collected supernatants, using an 
IKATRON THETA 90 electrode (IKA Werke, Staufen im Breisgau, Germany). The calcium 
concentration of the solution was measured at each time-point using an HI4104 calcium ion 
selective electrode (HANNA Instruments, GmbH, Austria). 

The methodology for compression testing the samples was performed according to the 
ISO 13 314 standard [8]. The measurements were carried out at a constant initial speed of 3.6 
mm.min  (deformation rate in the range of 10-2 - 10-3 s ). The statistical significance was 
analyzed using STATGRAPHICS Centurion XV (Statpoint, USA). The median values were 
calculated for the number of readings (n) from each experiment; the error bars refer to the 
interquartile range (IQR). Statistical significance was accepted when p   

In addition to the compressive testing, the experiment was supplemented by an image 
analysis of the scanning electron microscopy (SEM) images made on a Quanta 450 electron 
microscope (FEI, USA). In order to ensure good resolution, the samples were coated with a 
thin layer of carbon (Emitech K550X, Quorum Technologies, UK). The same specimens 
which were analyzed via SEM were scanned using micro-CT SkyScan 1272 (Bruker micro-
CT, Kontich, Belgium). Scaffold structure analysis, including porosity analysis, was 
performed by means of a CTAn (Bruker). 
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3. Results 

The morphological changes in the microstructure of a scaffold during degradation are 
depicted in Figure 1. The scaffolds before degradation (top row) show a typical crystal-
entangled cement microstructure with the plate-like character of precipitated calcium-
deficient hydroxyapatite (CDHA) crystals. After 4 hours of degradation, some spherical pores 
were formed on the surface of the scaffold. A more detailed observation at higher 
magnification revealed the disappearance of the plate-like crystal microstructure as 
a consequence of the dissolution the CDHA crystals. Figure 2 shows inner 3D structure of the 
scaffold B+PCL+A S taken by micro-CT. All materials exhibited open and closed porosity, 
which support generation interconnected pores. The high interconnectivity of porous scaffolds 
with macropores interconnected by micropores enhanced biocompatibility and 
biodegradability. 

 
 

Figure 1: SEM images of the microstructure of the 
B+PCL+A S after 0, 2 and 8 h of accelerated degradation 
with a scale bar of 3mm (left), 100 um (centre) and 5 
um (right) 

Figure 2: micro-CT image of inner 3D structure of the scaffold 
B+PCL+A S 

The accelerated degradation test presented here was based on an acidic milieu 
attaining values of below pH 3 generated by osteoclasts in the bone resorption process and 
resulting in the dissolution of underlying minerals that showed itself in the form of the release 
free calcium Ca2+ ions. The acidic solution employed in the experiment sustained the pH in 
the range of about 2  2.2. The volume of medium used can therefore be considered sufficient 
from the point of view of maintaining a stable pH level. 

the concentration values range between 0.9 - 1.1 mmol.l-1.  An acidic environment 
simulating osteoclast activity caused CDHA to dissolve, as seen in the SEM image, which led 
to the release of calcium Ca2+ ions into the solution. This could indicate that the remodeling 
process is set up, but further experiments would be needed to confirm this assumption. 
Cement degradation could be too rapid for bone to reach the material. Too rapid degradation 
could lead to fibrous encapsulation, which is an undesirable effect 

The following graph (see Figure 3) shows the degradation development of the mass 
loss in the medium within one material. After statistical analysis, it is clear from the graph that 
due to exposure, the weight loss increases significantly after eight hours for all tested 
materials. After eight hours, an increase in the value of weight loss of about 60% was 
recorded for all materials. When comparing the mass loss values in the individual exposure 
states, no statistically significant differences were found between the materials in any of the 
exposure states. 

56



 

 
Figure 3: Graphical comparison of calculated values of weight loss within one material (type 2); * indicates 
a statistically significant difference (for PA + AM: M-W, p <0.01667; for others: LSD test, p <0.05, n = 6) 

In the following section will be displayed only results from analysis of ultimate 
compressive strength. Figure 4 shows the ultimate compressive strength before and after 4 and 
8 hours of exposure in the medium. It shows that the ultimate compressive strength of all 
tested samples decreased with the exposure time in the medium, probably as a consequence of 
the dissolution of the CDHA crystals. The range of compressive strength was in good 
agreement with the strength of trabecular bone (0.6-15 MPa) [9].  Moreover, the influence of 
the fabrication of the scaffolds is clear. The samples that were stirred by the electrical stirrer 
reached lower compressive strength values than those that were stirred manually. Another 
finding that can be observed from the graph in Figure 4 is the influence of the PCL fibers. The 
statistical analysis showed no statistically significant differences between samples with or 
without PCL fiber. 

 
Figure 4: Graphical comparison of calculated values of ultimate strength in compression between materials 
(type 1);  * indicates a statistically significant difference when comparing the material at each exposure time 
separately (for 0 hours: LSD, p <0.05; for 4.8 hours: M-W, p <0.008334, n = 10) 
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4. Conclusions 
The accelerated degradation test presented here was based on an acidic milieu 

attaining values of below pH 3 generated by osteoclasts in the bone resorption process and 
resulting in the dissolution of underlying minerals. The dissolution showed itself in the form 
of the release free calcium Ca2+ ions. Although the used in vitro model of the medium does 
not capture the complexity of the degradation that occurs in the body, this study does 
demonstrate changes in mechanical properties, the topographic changes of materials surface, 
the structural changes in internal material architecture, the mass loss of the cement and the 
release of calcium ions over the exposure time. Based on these findings, it can be assumed 
that there is a gradual degradation of the material in the tested cements. 

We found that the stirring with an electrical stirrer leads to lower ultimate compressive 
strength. We assume that air bubbles were introduced into the materials during mixing, and 
that this increased the porosity of the material. This led to a reduction in compressive strength.  

These experiments also revealed the advantage of applying PCL fibers. The addition 
of PCL fibers to the mixture did not significantly improve or deteriorate the mechanical 
properties. We therefore came to the conclusion that these fibers could be used as a drug 
delivery system. According to the achieved results, stirred foams with derived amin and PCL 
fibers appears to be the ideal combination of the tested materials for bone replacements due to 
sufficient mechanical properties, which correspond to currently used bone cements as well as 
to spongy bone, satisfactory structural properties and compared to other tested materials 
improved biological properties 
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